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ABSTRACT: An improved novel printed wideband flat-plate monopole
antenna is presented. The proposed antenna consists of a pentagonal
monopole embedded in a corner notch in the antenna ground plane
part. Simulated and measured results of the input return loss for the
proposed antenna are in good agreement. The antenna has been shown
to operate satisfactorily in the 0.47–6 GHz frequency range, and is
therefore very suitable for use as antenna for laptop applications includ-
ing Wi-Fi, WiMAX, and mobile TV reception. © 2009 Wiley Periodicals,
Inc. Microwave Opt Technol Lett 51: 612–615, 2009; Published online
in Wiley InterScience (www.interscience.wiley.com). DOI 10.1002/mop.
24133
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1. INTRODUCTION

Several antennas for TV reception that can be integrated into
laptop computers have recently been proposed [1–5]. All these
antennas are of a monopole-type, where the monopole either
extends beyond the edge of the antenna ground plane part [1, 2] or
is embedded in a notch in the antenna ground plane part [3–5].
Although the antennas proposed in [1–4] are exclusively for TV
reception, the slotted triangular flat-plate printed monopole an-
tenna suggested in [5] is perhaps the first multiband antenna which
is suitable not only for DVB-H TV reception in the 0.47–0.87 GHz
frequency range but also for Wi-Fi (2.4–2.5 GHz and 5.15–5.875
GHz) and WiMAX (2.3–2.4 GHz, 2.5–2.7 GHZ, and 3.4–3.6
GHz) applications. In this article, we propose a flat-plate printed
monopole antenna that is similar to the one suggested in [5].
However, unlike the antenna in [5], which is multiband and yields
a somewhat low average gain of �4.55 dB at 5.5 GHz, the new
antenna covers the entire 0.47–6 GHz frequency range (bandwidth
of approximately 13:1) and yields a much higher average gain. The
proposed antenna consists of a pentagonal base-fed monopole of
unequal sides embedded in a corner notch in the antenna ground
plane part. The monopole part should extend beyond the edge of
the laptop lid during the wireless operation of the laptop. Toward
this end, the monopole part can be deployed using a flip-up and
-down mechanism [1]. Alternatively, the monopole part can be
pulled out from the screen lid as suggested in [2]. The new antenna
was simulated using the commercial CST Microwave Studio soft-
ware. The antenna has also been fabricated and its return loss was
measured using an Agilent N5230A network analyzer. The results
of the simulations and measurements, demonstrating the desired
operation of the antenna in the 0.47–6 GHz frequency range, were
found to be in good agreement.

2. ANTENNA DESIGN

The geometry of the proposed antenna is shown in Figure 1. The
size of the antenna is 240 mm � 175 mm. The height of the
pentagonal monopole is 120 mm and the width of its base is 50
mm. Both the monopole and the ground plane parts are printed on
one side of a hard no-ground RT5880 substrate with relative

Figure 7 Calculated gain vs. frequency. [Color figure can be viewed in
the online issue, which is available at www.interscience.wiley.com]

Figure 8 Calculated VSWR vs. frequency. [Color figure can be viewed
in the online issue, which is available at www.interscience.wiley.com]
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